
OHE

OHE

OHE

OHE

OHE

1.5" IPF
DOWN 5"

5/8" IRF DOWN 3"
W/ JONES & BEACH CAP

5/8" IRF UP 2"
W/ JONES & BEACH CAP

DHF IN
STONE POST

4"X4" SBF
UP 6"

TBM #2
TOP OF BOUND
ELEV. = 92.26'

TBM #1
HNAIL IN
UP NETT4/885
ELEV. = 99.87'

25'

25'

50'

30
'

LOVELL ROAD

ROGER A. LAPLANTE III
& CASSANDRA K. LAPLANTE

58 LOVELL ROAD
STRATHAM, NH 03885
BOOK 5924 PAGE 1416

ASSESSORS MAP 23 LOT 51

BURWELL LIVING
TRUST

56 LOVELL ROAD
STRATHAM, NH 03885
BOOK 5485 PAGE 2735

ASSESSORS MAP 23 LOT 21

MICHAEL J. DALEY S.R.
40 PLEASANT STREET
EPPING, NH 03042

BOOK 1987 PAGE 458
ASSESSORS MAP 23 LOT 4

DREW R. & WHITNEY L.
BEDARD

57 LOVELL ROAD
STRATHAM, NH 03885
BOOK 6029 PAGE 2402

ASSESSORS MAP 23 LOT 10

ABERDEEN WEST
COOPERATIVE INC.

ASSESSORS MAP 19 LOT 36
1,290,099 S.F. ±
29.62 ACRES ±

(FROM REF. PLAN A)

MICHAEL J. DALEY S.R.
40 PLEASANT STREET
EPPING, NH 03042

BOOK 1987 PAGE 458
ASSESSORS MAP 23 LOT 4
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150.00'      S 63°27'09" E

133.65'      S 54°43'15" E

156.58'      S 48°57'58" E

141.68'      S 44°58'33" E

NON-DISTURBANCE BUFFER

BUILDING SETBACK LINE
510B

125

547B

STEPHANIE J. BERGERON
& COSKUN YAZGAN

55 LOVELL ROAD
STRATHAM, NH 03885
BOOK 5037 PAGE 2966

ASSESSORS MAP 23 LOT 9

#55EXISTHOUSE

#57EXISTHOUSE

#61EXIST

HOUSE

#58EXISTHOUSE

#56EXISTHOUSE
116

114

112

110

108

106

104

104

106

102

104

106

108

110

112

114

116

OVERGROWN
FIELD

CONSTRUCT TEMPORARY
GRAVEL CONSTRUCTION
ACCESS TO BE LOAMED
AND SEEDED AFTER
CONSTRUCTION

APPROXIMATE PROPOSED POLE
LOCATION DETERMINED
BY UNITIL

PROPOSED
OVERHEAD
SERVICE

PROPOSED
UNDERGROUND
ELECTRIC

20'

LIMIT OF DISTURBANCE

INVERTERS LOCATED

BEHIND RACKING

50'

ALTERNATE 6'-7' PLANTINGS
WITH 8'-10' PLANTINGS

PROPOSED SEDIMENT CONTROL

108.30

107.44

106.20

106.55

E

E

E

E

PROPOSED 90kW
SOLAR PV

510B

125

547B
67B447A

125

547B
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1.  OWNER OF RECORD:

ABERDEEN WEST COOPERATIVE, INC
15 ABERDEEN DRIVE
PO BOX 215
STRATHAM, NH 03885

2. THE INTENT OF THIS PLAN IS TO SHOW THE EXISTING CONDITIONS OF THE NORTH WEST CORNER
OF THE SUBJECT PARCEL FOR THE PURPOSE OF DESIGNING AND PERMITTING A SOLAR ARRAY. THIS
OFFICE DID MINIMAL BOUNDARY RESEARCH & LOCATION OF MONUMENTATION TO SHOW THE
APPROXIMATE BOUNDARY LINES.

3.  REFERENCE DEED:

A. WARRANTY DEED FROM ABERDEEN REALTY TRUST (SUSAN J. CONWAY - TRUSTEE)  DATED JULY 14,
2006 AND RECORDED IN THE ROCKINGHAM COUNTY REGISTRY OF DEEDS BOOK 5033 PAGE 205.

4. REFERENCE PLANS:

A. "ABERDEEN WEST MOBILE HOME CONDOMINIUMS IN STRATHAM, N.H." LAST REVISED OCTOBER 18,
1988 AND PREPARED BY KIMBALL CHASE. RECORDED IN THE ROCKINGHAM COUNTY REGISTRY OF
DEEDS PLAN #D-18778.

B. "SUBDIVISION OF LAND OF RICHARD G. SCAMMAN IN STRATHAM, NEW HAMPSHIRE" DATED 
DECEMBER 6, 1973 AND PREPARED BY MOULTON ENGINEERING, CO. RECORDED IN THE 
ROCKINGHAM COUNTY REGISTRY OF DEEDS PLAN #D-4286.

C. "SUBDIVISION PLAN FOR MICHAEL DALEY SR. WILLOWBROOK AVENUE & LOVELL ROAD (SITE) 
 STRATHAM, NH 03885." LAST REVISED JULY 10, 2017 AND PREPARED BY EMANUEL ENGINEERING.
 RECORDED IN THE ROCKINGHAM COUNTY REGISTRY OF DEEDS PLAN #D-40330.

5.  THIS PLAN IS BASED ON A FIELD SURVEY COMPLETED IN JUNE 2021 USING A TOPCON FC-6000 DATA
COLLECTOR, SOKKIA GRX3 RTK GPS UNITS & LEICA 1203+ ROBOTIC TOTAL STATION.

6.  THE HORIZONTAL DATUM IS BASED ON THE NEW HAMPSHIRE STATE PLANE COORDINATE SYSTEM
(NAD83), AND THE VERTICAL DATUM IS NAVD88 TAKEN FROM STATIC GPS OBSERVATIONS.

7. TOPOGRAPHY SHOWN HEREON IS BASED ON DEM (DIGITAL ELEVATION MODEL) DATA FILES MADE
AVAILABLE TO THE PUBLIC BY THE STATE OF NEW HAMPSHIRE LOCATED ON THE GRANIT WEBSITE.

8. THE SUBJECT AND ABUTTING LOTS ARE ZONED MANUFACTURED HOUSING  (MAH).

THE SETBACKS AND MINIMUM REQUIREMENTS  ARE AS FOLLOWS:

LOT AREA 1 ACRES
FRONTAGE = 100
DEPTH = 150
FRONT: 30'
REAR: 20'
SIDE: 20'
LOT COVERAGE 25%
WETLANDS: 25' NON-DISTURBANCE BUFFER  50' SETBACK
VERY POORLY DRAINED SOILS: 50' NON-DISTURBANCE BUFFER 100' SETBACK
SOLAR HEIGHT: 21' ABOVE NATURAL GRADE

SMALL - AND MEDIUM-SCALE GROUND MOUNTED SOLAR ENERGY SYSTEMS SETBACKS SHALL BE NO
CLOSER THAN 1/2  OF THE SETBACK THAT WOULD APPLY FROM SIDE & REAR LOT LINES AND SHALL BE
NO CLOSER THAN 20' FROM FRONT, SIDE OR REAR LOT LINE.

SMALL - AND MEDIUM-SCALE GROUND MOUNTED SOLAR ENERGY SYSTEMS SHALL NOT BE INCLUDED
IN CALCULATIONS FOR LOT COVERAGE OR IMPERVIOUS COVERAGE. 

9. PORTIONS OF THE SUBJECT PROPERTY ARE NOT LOCATED WITHIN THE 100 YEAR FLOOD HAZARD
ZONE SHOWN ON THE FLOOD INSURANCE RATE MAP FOR ROCKINGHAM COUNTY, NH, MAP
NUMBER 33015C0265F DATED JANUARY 29, 2021.

10. PROPOSED LANDSCAPING SHOWN IS THE RESULT OF THE PLANNING BOARD MEETING WITH BOARD
INPUT, ABUTTERS INPUT AND THE CONSULTATION OF STRATHAM CIRCLE NURSERY. 31 PROPOSED
PLANTINGS TO BE A MIX OF EASTERN CEDAR TREES RANGING FROM 6'-7' & 8'-10' DURING
PLANTING AND SHALL BE PLANTED 8'-9' APART IN ALTERNATING HEIGHT THAT WILL GROW TO A
HEIGHT OF 20'-30' AND A WIDTH OF 8'-20' WITHIN 10-20 YEARS. THIS PLANTING WILL BE
MAINTAINED FOR THE FIRST YEAR TO ESTABLISH ROOT GROWTH, ONCE ESTABLISHED EASTERN
CEDARS ARE A TOLERANT SPECIES TO DIFFERENT ENVIRONMENTS AND CONDITIONS.

11. THE CURRENT SITE IS AN OVERGROWN FIELD, AND IS TO BE MOWED TO BE PREPARED FOR
CONSTRUCTION, NO OTHER CLEARING IS PROPOSED.

12. MINIMAL EXCAVATION IS TO BE PERFORMED ON THE SITE. EXCAVATION FOR A UTILITY TRENCH
AND TEMPORARY CONSTRUCTION ACCESS IS PROPOSED. SOLAR PANELS ARE TO BE INSTALLED BY
DRIVEN PILINGS WITH NO DIGGING PROPOSED. EROSION CONTROL UTILIZING SILT SOCK OR SILT
FENCE SHALL BE PROVIDED TO PROTECT THE WETLAND AREAS FROM ANY EXCAVATION ACTIVITIES.

13. NO EXTERIOR LIGHTING IS PROPOSED ON THE SITE.

14. NO AUDIBLE ALARMS OR VISUAL ALARMS ARE PROPOSED.

15. THE INTENT OF THE SOLAR ARRAY IS TO BE APPROXIMATELY 8' TALL BUT MAY VERY SLIGHTLY
DEPENDING ON UNDULATING TERRAIN. WE ARE NOT PROPOSING ANY SITE GRADING AND CANNOT
CONTROL THE FLATNESS OF THE SITE.     

GENERAL NOTES:

NEW ENGLAND COMMERCIAL SOLAR
SERVICES

STRATHAM, ROCKINGHAM COUNTY, NH

LOCUS MAP
NOT TO SCALE

LEGEND

CONTOUR - MAJOR INTERVAL
CONTOUR - MINOR INTERVAL

DECIDUOUS TREE

PAVEMENT

GRAVEL

DELINEATED WETLAND
TREE LINE
OVERHEAD ELECTRICOHE

APPROXIMATE PROPERTY LINE

SITE

UTILITY POLE

STONE BOUND FOUND

WETLAND WERE DELINEATED BY MARK WEST OF WEST ENVIRONMENTAL INC. ACCORDING TO THE FOLLOWING STANDARDS:

- US ARMY CORPS OF ENGINEERS WETLANDS DELINEATION MANUAL, TECHNICAL REPORT Y-87-1 (JANUARY, 1987).
- REGIONAL SUPPLEMENT TO THE CORPS OF ENGINEERS WETLAND DELINEATION MANUAL: NORTHERN AND NORTHEAST

REGION (OCTOBER 2012).
- NEW ENGLAND HYDRIC SOILS TECHNICAL COMMITTEE'S “FIELD INDICATORS FOR IDENTIFYING HAYRICK SOILS IN NEW

ENGLAND”, VERSION 4, 2017,
- NORTHERN AND NORTHEAST 2016 REGIONAL WETLAND PLANT LIST, VERSION 3.3, 2016
- CODE OF ADMINISTRATIVE RULES. WETLANDS BOARD, STATE OF NEW HAMPSHIRE (CURRENT).

WETLAND NOTE

NRCS SOILS
NON-DISTURBANCE BUFFER
BUILDING SETBACK LINE
ABUTTING PROPERTY LINE

67B - PAXTON FINE SANDY LOAM, 0 TO 8 PERCENT SLOPES, VERY STONY

125 - SCARBORO MUCK, VERY STONY

447A - SCITUATE-NEWFIELDS COMPLEX, 0 TO 3 PERCENT SLOPES, VERY STONY

510B  - HOOSIC GRAVELLY FINE SANDY LOAM, 3 TO 8 PERCENT SLOPES

547B - WALPOLE VERY FINE SANDY LOAM, 3 TO 8 PERCENT SLOPES, VERY STONY

NRCS SOIL DATA

33 GREENLAND

STRATHAM

OVERALL PLAN
1" = 250'

AREA OF INTEREST
SEE BELOW

TM 19
LOT 36

TM 23
LOT 14

TM 23
LOT 10

TM 23
LOT 51

TM 23
LOT 21TM 23

LOT 22

TM 19
LOT 22

TM 19
LOT 111

TM 19
LOT 23

TM 19
LOT 35

TM 19
LOT 40

TM 19
LOT 39

TM 19
LOT 38

TM 19
LOT 37

TM 19
LOT 99

TM 23
LOT 52

TM 19
LOT 34

TM 19
LOT 24

TM 19
LOT 25

TM 19
LOT 26

TM 19
LOT 27
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100' POWERLINE EASEMENT
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DRIVE PVT

PORTSMOUTH AVE

LOVELL RD
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FARM RD
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WILLOWBROOK
AVE

ABERDEEN DR

ZONE: MAH

ZONE: RA

ZONE: RA

IRON ROD/PIPE FOUND

TEMPORARY BENCHMARK

TM 23
LOT 9

I HEREBY CERTIFY THAT THIS PLAT IS BASED ON A TOTAL STATION SURVEY,
PRECISION GPS SURVEY AND IS CLASSIFIED URBAN.

I CERTIFY THAT THIS SURVEY PLAT IS NOT A SUBDIVISION PURSUANT TO RSA
TITLE LXIV AND THAT THE LINES OF STREETS AND WAYS SHOWN ARE THOSE OF
PUBLIC OR PRIVATE STREETS OR WAYS ALREADY ESTABLISHED AND THAT NO
NEW WAYS ARE SHOWN.

______________________________________________________
ANDREW J. NADEAU, LLS 947    DATE

CERTIFICATION:

2/14/2023

AJNAJNNOTE 108/19/211.

RMFRMFADD LANDSCAPING & ACCESS 9/9/212.

PROPOSED PLANTINGS

1" = 30'

PROPOSED UNDERGROUND ELECTRICE

PROPOSED LIMIT OF DISTURBANCE

RMFRMFADD LANDSCAPE BERM  9/29/213.

RMFRMFMOD. PLANTINGS PER MEETING  11/1/214.

106.74 SPOT ELEVATION

PROPOSED SEDIMENT CONTROL

RMFRMFMOD. PLANTINGS PER TOWN11/15/215.

WILLOWBROOK AVE

SJBSJBMOD. PLANTINGS PER COND.2/14/236.

THE LANDSCAPE PLAN SHALL BE REVISED TO THE SATISFACTION OF THE TOWN PLANNER
TO ENSURE AN ADEQUATE LANDSCAPE BUFFER. ADDITIONALLY, AT THE TIME OF
PLANTING, THE TOWN PLANNER MAY REQUIRE ADDITIONAL PLANTINGS BE PLANTED IF IT
IS APPARENT IF ADDITIONAL LANDSCAPING IS NECESSARY TO ESTABLISH A VISUAL
BUFFER. THE LANDSCAPE PLAN SHALL BE UPDATED TO INDICATE A MINIMUM NUMBER OF
PLANTINGS, TO SHOW LANDSCAPING PLANTED IN THE AREA OF THE TEMPORARY
DRIVEWAY TO PROVIDE A CONTINUOUS LANDSCAPE BUFFER, AND TO SHOW AT LEAST
THREE ADDITIONAL TREES PLANTED ALONG THE WEST SIDE OF THE ARRAYS.

LANDSCAPE NOTE
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LEGEND

TREE LINE

APPROXIMATE PROPERTY LINE

NRCS SOILS

ABUTTING PROPERTY LINE

67B - PAXTON FINE SANDY LOAM, 0 TO 8 PERCENT SLOPES, VERY STONY

125 - SCARBORO MUCK, VERY STONY

447A - SCITUATE-NEWFIELDS COMPLEX, 0 TO 3 PERCENT SLOPES, VERY STONY

510B  - HOOSIC GRAVELLY FINE SANDY LOAM, 3 TO 8 PERCENT SLOPES

547B - WALPOLE VERY FINE SANDY LOAM, 3 TO 8 PERCENT SLOPES, VERY STONY

NRCS SOIL DATA

1" = 100'

16. THE OVERALL SKETCH WAS TAKEN FROM ARIEL IMAGERY PROVIDED BY
GRANIT.  THIS IS NOT THE RESULTS OF A FIELD SURVEY AND IS FOR REFERENCE
PURPOSES ONLY.

17. NRCS WEB SOIL SURVEY (F/K/A SCS SOILS) WAS TAKEN FROM GRANIT AND
USED TO SHOW POTENTIAL SITE LOCATION AND THE POSSIBILITY OF HYDRIC
SOILS. A SITE WALK DETERMINED THE PROPOSED LOCATION AS THE ONLY
LOCATION SUITABLE FOR THE PROJECT.

NOTES (CONTINUED)

MOD. PLANTINGS PER MEETING  11/1/211. RMFRMF

MOD. PLANTINGS PER TOWN 11/15/212. RMFRMF

POTENTIAL SOLAR AREA BASED OFF
EXISTING OPEN AREA ON SITE,

EVEN THOUGH SHOWN AS HYDRIC
THIS AREA WAS CONSIDERED
DETERMINED TO BE TOO WET

FROM FIELD VISIT

POTENTIAL SOLAR AREA
DETERMINED UNFEASIBLE
DUE TO ACCESS, WETLAND
& SOUTHERN EXPOSURE HYDRIC SOILS BASED OFF

NCRS WEBSOIL SURVEY

POND

SJBSJBMOD. PLANTINGS PER COND.2/14/233.
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MIN. 16" INTO GROUND

EMBED FILTER CLOTH

=
 1

6"
 M
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.
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FI

LT
ER

8"

20
"

10' MAX. C. TO C.

FLOW

FLOW

36" MIN. FENCE POSTS, DRIVEN

WITH FILTER CLOTH OVER
MAX. 6" MESH SPACING)
(14-1/2 GA. MIN.,
WOVEN WIRE FENCE

UNDISTURBED GROUND

FLOW

16
"MIN. 8" INTO GROUND

 SEDIMENT FENCE 
NO SCALE

1.  WOVEN WIRE FENCE, IF REQUIRED,
TO BE FASTENED SECURELY TO FENCE
POSTS WITH WIRE TIES OR STAPLES.

2.  FILTER CLOTH TO BE FASTENED
SECURELY TO WOVEN WIRE FENCE
WITH TIES SPACED EVERY 24" AT
TOP, MID SECTION,  AND BOTTOM.

3.  WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN
EACH OTHER, THEY SHALL BE OVERLAPPED BY 6
INCHES, FOLDED AND STAPLED.

4.  MAINTENANCE SHALL BE PERFORMED AS NEEDED AND
MATERIAL REMOVED WHEN "BULGES" DEVELOP IN THE
SEDIMENT FENCE, OR 50% OF CAPACITY IS USED.

5. 12" DIAMETER FILTREXX SILTSOXX
SHALL BE CONSIDERED AN ACCEPTABLE EQUAL TO
SEDIMENT FENCE IF INSTALLED PER MANUFACTURER'S
RECOMMENDATIONS.

CONSTRUCTION NOTES
FOR SEDIMENT FENCE

N.T.S.

TEMPORARY ACCESS ROAD CROSS SECTION

NOTES
1. DELETERIOUS MATERIALS ENCOUNTERED BELOW ACCESS SHALL BE

COMPLETELY REMOVED.
2. COMPACT SUBGRADE TO 95% MAX. DRY DENSITY.

SLOPE VARIES  (AS NEEDED FOR ACCESS)

9" CRUSHED GRAVEL (NHDOT 304.3)

2" LOAM & SEED AFTER CONSTRUCTION 

TYPICAL INSTALLATION

TYPICAL UTILITY LOCATION

DATE

MOD. PLANTINGS PER MEETING  11/1/211. RMFRMF

24"

16' 11"

93" OR 7' 9"

GROUND LEVEL

20° TILT

MOD. PLANTINGS PER TOWN11/15/212. RMFRMF

SJBSJBMOD. PLANTINGS PER COND.2/14/233.
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